PA-035 Barbed wire fence
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SPACING DETAIL e S REQUIRED FENCE PROTECTION FROM LIGHTNING
& STRAND BARBED WIRE ¥ 5 5
“Hu Mm 1. FEMCE SHALL BE GROUMDED EVERY ____ FEET IN LENGTH AS A MINIMUM.
BILL OF MATERIALS _“H“ “ ” smﬁﬁhgh%ugﬂﬁaggg
] T LENGTH | QUANTITY .
!E“ﬁﬁm o Hﬁgaﬁ_ﬁmgiﬁﬂ_ﬂm ?M%cﬂ.ﬂnﬂnggggawﬂﬂm%ﬁh} GALVINMIZED STEEL
STAES ALDNG THE FENCE UNES, BEGIHNING AT THE FIRST POST, 5. FENCES CONSTRUCTED USING STEEL LINE POSTS PROPERLY INSTALLED WILL NOT RECURE GROUNDING. “
DD POST, W00 EACH | 5% TREATED, UNTREATED 14 FEET BETWEEN STAKES. 6. FENCES WLL HAVE A CONTINUTY BREAX EVERY 1000° OR LESS. S
CORNER POST, WODO CH |5 ..\\|\..I_|/.r = FENCE HEKGHT INCHES C-
BRACE OR GATEPOST, WOOD | EACH | 57 (W) - GROUND CLEARMNCE ____ INCHES
- p— ~ MASER OF WRE SRS 3/4 R
LINE POST, WOOD EACH | 3" TREATED, 4" UNTREATED p— s —
WOOD POSTS SHALL BE EITHER:
BRACE. POLE, W00 BH | 3 1/2° (uw) POST A UNTREWTED CEDAR OR LOCUST N
STAKES, 14 FT. 0.C. 8. PRESSURE TREATED w
P POLE, WO00 H |3
STEEL PN EACH | 1/4° & POST SHALL LEAN OUTWARD FROM THE CURVE APPRONIMATELY 2 O
INCHES AT THE TOR.
LNE POST, STEEL EACH T SHALL BE THE CONTRACTOR'S RESPONSIBILTY TO COMPLY WITH PA ACT 287 (174) AS AMMENDED
FEN ATUR BY ACT 199 (2004) BEFORE DONG ANY DICAVATION WORK OR DRMNG ANY
BARBED WRE - 4 PT GAY. | LN FT| 12 1/2 GMGE
File
STAPLE, GALY. 185, | 9 cAUE 18 Pi-i85dog
BRACE WIE, GALY. 185, | % GaE [
B3
[




